
Design Data for Fixed Pot Bearings

Vertical Masonry Bolt Masonry *Bearing Total 
Load Plate W Gage Plate t Height Height
(kips) (in.) (in.) (in.) (in.) (in.)

50 14 1/8 8 1/8 3/4 3 3/4 4 11/16
75 14 7/8 8 7/8 7/8 3 3/4 4 13/16
100 15 5/8 9 5/8 7/8 3 3/4 4 13/16
125 16 1/8 10 1/8 1 3 3/4 4 15/16
150 16 3/4 10 3/4 1 3 3/4 4 15/16
200 17 3/4 11 3/4 1 3 13/16 5
300 19 1/4 13 1/4 1 1/8 4 5 5/16
400 20 5/8 14 5/8 1 1/8 4 9/16 5 7/8
500 22 3/8 16 3/8 1 1/4 5 1/16 6 1/2
600 24 1/2 18 1/2 1 3/8 5 9/16 7 1/8
700 26 1/2 20 1/2 1 1/2 6 7 11/16
800 28 3/8 22 3/8 1 1/2 6 7/16 8 1/8
900 30 24 1 5/8 6 5/8 8 7/16

1000 31 5/8 25 5/8 1 3/4 7 1/4 9 3/16

Design Data for Expansion Pot Bearings

Vertical Masonry Bolt Masonry *Bearing **Total 
Load Plate W Gage Plate t Height Height
(kips) (in.) (in.) (in.) (in.) (in.)

50 14 1/8 8 1/8 3/4 4 1/4 5 3/16
75 14 7/8 8 7/8 7/8 4 1/4 5 5/16
100 15 5/8 9 5/8 7/8 4 5/16 5 3/8
125 16 1/8 10 1/8 1 4 5/16 5 1/2
150 16 3/4 10 3/4 1 4 5/16 5 1/2
200 17 3/4 11 3/4 1 4 1/2 5 11/16
300 19 1/4 13 1/4 1 1/8 5 3/16 6 1/2
400 20 5/8 14 5/8 1 1/8 5 13/16 7 1/8
500 22 3/8 16 3/8 1 1/4 6 3/8 7 13/16
600 24 1/2 18 1/2 1 3/8 6 15/16 8 1/2
700 26 1/2 20 1/2 1 1/2 7 1/4 8 15/16
800 28 3/8 22 3/8 1 1/2 8 9 11/16
900 30 24 1 5/8 8 1/16 9 7/8

1000 31 5/8 25 5/8 1 3/4 8 5/8 10 9/16

* Includes sole plate thickness.

** Includes preformed bearing pad thickness.

Note:  Add 1/8" per percent of grade to the overall bearing height shown in the table.
Show the slope required on the sole plate to accommodate the required grade.
Bearings of these sizes will accommodate .02 radians rotation.
The bolt gages shown are for square masonry plates.
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